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ASD-400 LIQUIDFLO™ AUTOMATIC LIQUID SOAP 
DISPENSER REFILL INSTRUCTIONS

For further assistance call technical support at 1-800-874-7822 or email technicalsupport@amtcorporation.com. 

Liquid soap refill only
(Solo jabon de liquido)
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Reset Button
Press and hold for 7 seconds to prime soap
(Aprete y sostenga por 7 segundos para subir el jabon)

Liquid soap refill only
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Reset Button
Press and hold for 7 seconds to prime soap
(Aprete y sostenga por 7 segundos para subir el jabon)

1. Flashing Red LED Indicates Low Soap 2. Unscrew Liquid Soap Bottle   3. Refill Liquid Soap Bottle
       

4. Re-install Liquid Soap Bottle   5. Press and Hold Reset Button for 7 Seconds to 
    Prime New Soap and Reset Flashing Red LED.   

Refill Soap When Soap Level is Approx. 3/4” (20mm)

3/8”
(10mm)
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Reset Button
Press and hold for 7 seconds to prime soap
(Aprete y sostenga por 7 segundos para subir el jabon)

Liquid soap refill only
(Solo jabon de liquido)

Flashing Red LED

3/4”
(20mm)

Max Filling Level is
 Approx. 3/8” (10mm) 

From Top of Bottle

*Viscosity Range: (mPa•s or Cp): 100-3800
  pH Range: 5.0 - 9.0

*Failure to use soap products within the 
 required range of viscosity and pH may 
 result in damage to product and void 
 warranty.

Important: Use low viscosity liquid hand soap
                   with no abrasives.
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